
TTF 

AUTOMATIC 

FOLDER& SEAM CLOSING 

MACHINE 

The sheet to be flanged on both sides of 

the Flange Machine is placed in the au-

tomatic duct seam folding and closing 

machine. 

After the folding process is finished, 

the machine performs the closing 

process after the operator puts the 

inch of the sheet inside the pitts-

burgh clamp. 

According to the duct size determined 

on the screen, the machine automati-

cally folds the sheet metal. 

Thus, rigid duct production is comp-

leted. 



TECHNICAL 

INFORMATION 

3 m feeding table 

Full Duct, U Duct and L Duct 

preference alternatives 

Automatic bending mechanism 

Pittsburg Clamp closing mechanism 

Touch-operated color screen 

control panel 

Hydraulic Control System 



FEATURES 

Material: 

0,6 – 0,8 mm - 25 mm flange 

0,8– 1,0 mm – 30 mm flange 

Duct Type : Full box, U-piece, L-piece 

Mini.Duct       

Dimension: 

150 x 150 mm 

(Full box) 

Max.Sheet Width: 1.300 mm 

Max.Sheet Lenght: 4.000 mm 

Control: Siemens 

Machine Dimension: 4.500 x 1.350 x 2.050 mm 

Weight: Approx2.500 kg 

TECHNICAL 

INFORMATION 



 



 

˂ ADDRESS > 

SARAY MAHALLESİ 69. CADDE NO:19/A 

KAHRAMANKAZAN/ANKARA 

˂ PHONE NUMBER > 

0532 599 71 57 

iletisim@torunlarmakina.com 

www.torunlarmakina.com 




