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TTF 25/30
 INTEGRATED SEMI AUTOMATIC DUCT LINE 



 

TTF-25/30  

The product coming out of the Cut to 
Length line Machine is passed through 
the ϐlange machine and the ϐlange 
drawing is performed on both sides of 
the sheet. 

Thus, the self-production of ϐlange of 
the duct sheet is complede. This al-
lows the production of ducts with 
high sealing properties, since no con-
nection or ϐixing process takes place 
afterwards. 

Thanks to the self-formed ϐlange of the 
sheet, ducts with high strength pro-
perties are produced since a ϐlange of 
the same thickness as the wall thick-
ness of the duct sheet is formed. 



 

FLANGE 

MACHINES 

 

TECHNICAL 
FEATURES 

 Double-sided rollform machine produces 25 mm 
and 30 mm ϐlanges. 

 

 Machine speed is 16 mt/min. 
 

 Flange is produced without clamps up to 500 mm. 
Shorter parts are produced with the help of clamps 
mounted on the rail. 

 

 Flange is formed as a single piece from the sheet it-
self, without the need for ϐlanges used in the knock-
in ϐlange system used in traditional duct                       
manufacturing. 

 



 

FEATURES 

  

Flange	Height 25 mm and 30 mm 

Rollform	Group Double Sides 

Form	Group 28 stations 

Material	Thickness 
0,6-0,8 mm: 25 mm ϐlange 

0,8-1,0mm: 30 mm ϐlange 
Maximum	sheet	length 

Minimum	sheet	length 

500 mm 

250 mm 

Color Black-White–Orange 

Maximum	Speed 16 mt/min 

Control	System Schneider  

Electrical	Engine 380 V, 3 kW-3 units 

TECHNICAL 
INFORMATION 



 



 

˂	ADDRESS	> 

SARAY	MAHALLESİ	69.	CADDE	NO:19/A 

KAHRAMANKAZAN/ANKARA 

˂	PHONE	NUMBER	> 

0532	599	71	57 

iletisim@torunlarmakina.com 

www.torunlarmakina.com 




